
HIGH PERFORMANCE
POLYASPARTIC 
FLOORING

SEAMLESS FLOORING SYSTEMS 
BY LINE-X®



SUPERIOR FLOORING 
SOLUTIONS FOR THE 
HOME, WORKSHOP 
AND MORE.



  WHAT IS POLYASPARTIC?

To better understand Polyaspartic, 
let’s first look at Polyurea, from which 
it is derived. Polyurea is an elastomer 
that is formed by mixing an isocyanate 
with a synthetic resin. Typically, the 2 
components require specialised spray 
equipment that applies high pressure 
(2500psi) and warm temperature which 
allows the ISO and Resin to mix and 
sets off a chemical reaction which 
forms the finished Polyurea material. 
The reaction is very aggressive and 
from the time the 2 components react 

in the tip of the spray gun it can take as 
little as 3-5 seconds for the product to 
tack off, and 10 seconds to be touch 
dry. Whilst there are many benefits 
to such a rapid reaction, it does limit 
certain applications due to requiring 
large, expensive spray equipment, 
and the need for a spray enclosure/
extraction.

Polyaspartic, like polyurea, is formed 
by mixing together an ISO and Resin, 
albeit a modified formula that has a 

less aggressive reaction. The result is a 
durable waterproof coating resistant to 
harsh chemicals impact and abrasion 
with the benefit of a longer pot life 
and the ability to mix with simple hand 
tools and apply either by roller or low-
pressure spray equipment.  These 
qualities make Polyaspartic a versatile 
flooring product suited to a large 
range of residential and commercial 
applications.

 WHAT IS ASPART-X?

ASPART-X is a high performance 
polyaspartic coating that forms 
a seamless membrane, ideal for 
concrete surfaces.  The advanced 
chemistry of ASPART-X makes it 
extremely durable against impact 
and abrasion, resistant to harsh 

chemicals and a very quick 
turnaround time, with it being able 
to be driven on 24 hours after 
application.  It’s is VOC free, meaning 
it is good for the environment as 
there are no solvents, which also 
means there is a very low odour, 

which is great when using the 
product indoors. ASPART-X can 
be used with a variety of colour 
pigments, polymer flakes or quartz 
granules, transforming the look of 
your concrete surface whilst also 
providing unrivalled protection.

  BENEFITS 

• Strong, durable, scratch resistant

• Resistant to harsh chemicals

• Absorbed into substrate for a permanent 
bond

• Waterproof membrane – easy to clean spills

• UV Stable – Suitable for outdoor applications

• Fast return to service – walk on 3 hours, 
Drive on in 24 hours

• Environmentally friendly – Zero VOC’s

• Low odour, suitable for interior applications

• Clear or Solid colour options for basic 
concrete sealing applications

• Flake or Granule options for decorative 
applications

• AS 4586:2013 Slip Resistance Rating P4

  SUITABLE APPLICATIONS

• Garages/Carports

• Driveways & paths

• Verandas & Pool Areas

• Retail Showrooms

• Commercial wet areas, kitchens, 
bathrooms etc

• Sporting facility change rooms

• Aquatic centres

• Hospitals/Aged care facilities

• Mechanical Workshops and wash bays

• Warehouses & office buildings



Like Epoxy, Polyaspartic is a seamless 
flooring system that can have decorative 
flakes or granules for visual effect, 
perfect for residential and commercial 
applications. So, whilst the finished 
products can have a similar  initial 
appearance when completed, there 
are however significant differences in 
the chemistry which makes ASPART-X 
superior across a number of key features. 
The major difference between the two is 

how they react with the substrate. Epoxy 
is a topical coating meaning it sits on top 
of the substrate and is relying on gripping 
to the surface and in most cases is 
required to be used in conjunction with 
a primer. ASPART-X however, penetrates 
deep into the concrete substrate and is 
the only coating of its type that improves 
the strength and integrity of the substrate. 
This gives ASPART-X superior adhesion 
as well as resistance to abrasion, impact, 

chemicals and hot tyre pick up. Unlike 
Epoxy, ASPART-X is 100% solids, with 
no solvents which offers greater flexibility 
when it comes to application. With 
increased resistance to harsh chemicals, 
faster application times, faster return to 
service and UV stability, ASPART-X is the 
#1 choice for a wide variety of concrete 
flooring applications.

  POLYASPARTIC VS EPOXY

FLOOR COATING COMPARISON

Odour

Product Flexibility

Primer Required

Bonding Characteristics

Dry mill Thickness

Number of Coats

Decorative Broadcast Material

Duration of Work up to 650ft

Return to Service- Foot Traffic

Return to Service- Vehicle Traffic

Volatile Organic Compounds (VOCs)

100% Environmentally Friendly

Vertical Surfaces and Outer Edges

Hot Tire Pick Up Resistance 

Salt Stain Resistance

Abrasion Resistance

Chemical Resistance

Applications

Application Temperature

Chemical Reaction Product to Mix Ratio

Pot Life

Concrete Preparation Method

Crack/Spall Repair Required

ASPART-X URETHANES EPOXIES

Very low

High

No

Deep Penetration

12-16 mill

4

Vinyl flakes coloured

1 day

3 hours

24 hours

0

Yes

Yes

Yes

Yes

Extremely High

Extremely High

Indoor/Outdoor

-30°C to 40°C

1:1

30 Minutes

Diamond Grinding

Yes

High

Moderate

Yes

Topical Surface Bond

8mL

2

Not Applicable

2 Days

12 hours

2-3 days

High

No

No

No

No

Moderate

Moderate

Indoor

4°C to 40°C

2:1

60 minutes

Diamond Grinding

Yes

Low

No

Yes

Topical Surface Bond

15mL

2-3

Vinyl Flakes Coloured 

3 days

24 hours

4-7 days

Low

Yes

No

No

Moderate

Moderate

Moderate

Indoor

10°C to 30°C

2:1

60 minutes

Diamond Grinding

Yes



Before commencing any application, an ASPART-X technician will visit your location to inspect the area to be coated to ensure it is 
suitable for application. Considerations are the age, hardness and condition of the concrete, moisture levels within the substrate, 
and identifying any cracks or damage that may require repair. This information then determines if the job will proceed.

 Like with any coating, preparation is crucial.  Any significant cracks or damage/bugholes are chased with a grinder and filled with 
our proprietary crack repair compound MEND-X. Once set the entire pad is ground to remove any existing coatings and create 
level surface and then vacuumed to remove any dust or debris. A layer of masking tape is applied around the boundary of the 
area to be coated to create clean lines and prevent the ASPART-X being applied to adjacent surfaces.

The ASPART-X application is typically a 4 coat process.

1. Clear “Primer” coat – Clear ASPART-X resin is applied by roller to the freshly ground concrete.  With no pigments or 
additives, this coat will be absorbed deep within the substrate ensuring the application is securely embedded from within, 
also improving the strength and performance of the concrete itself.

2. Colour Basecoat – A second coat of ASPART-X is tinted with pigment and applied to form the base colour of the 
application. For applications where flake or granule is not required, multiple colour coats may be applied.

3. Decorative Flake/Granule – While the colour basecoat is wet, decorative flakes or granules are broadcast onto the 
surface. Once the base coat is dry excess chips are vacuumed up.

4. Clear Topcoat – 2 coats of clear ASPART-X are applied over the chips to create a durable top layer the protects against 
moisture, UV, harsh chemicals, abrasion, and allows easy clean up of spills. If additional grip is required a non-skid 
additive can be added to the final coat. 

3 hours after the final coat the floor is ready to be walked on and can be driven on after 24 hours making it the fastest return 
to service seamless flooring product on the market.   

9 STANDARD SOLID COLOURS OR CREATE CUSTOM COLOURS

Get creative and create your own colour 
combination.

Select from our 9 standard basecoat colour range.

Get Creative

4 STANDARD FLAKE COMBINATIONS

Black

Get

Tan Beige

White

Blue Red

Yellow Green

  HOW IS IT APPLIED?

Pebble BlueSand StoneTuxedoGolden Road



Whether choosing a flake or granule 
finish, ASPART-X transforms your boring 
grey concrete surfaces with a variety of 
colours options. Not only does it look 
great, but it can help protect against 
damage to the floor due to its superior 
strength and durability. Because 
ASPART-X is a waterproof membrane, 
spills will not soak into the concrete 

meaning it is easy to clean and resists 
staining, making it perfect for the carport 
and driveway.

is perfect for a number of residential 
applications. ASPART-X has zero VOC’s, 
meaning it is safe to use indoors and 
outdoors and isn’t going to be leaching 
harmful solvents throughout the curing 

process. This means it is safe around 
plants, animals and children and no 
lingering odour after completion. The 
best part is the speed of application. 
Typically, residential applications are all 
completed within the same day from 
grinding to completion of the final coat, 
foot traffic within 3 hours and only 24 
hours required until it can be driven on.

• Hard wearing

• UV stable

• VOC free – No solvents

• Variety of colours and flake combinations

• Fast Application and return to service

• Easy to clean

• Stain and chemical resistant

• Waterproof

• Driveways

• Carports

• Pathways

• Outdoor entertaining areas

• Pool side surfaces

FEATURES   APPLICATIONS

 RESIDENTIAL

BEFORE AFTER



Commercial industries can be 
demanding on flooring products. High 
traffic, exposure to harsh chemicals, 
heavy equipment, impact from dropped 
tools all contribute to the premature 
failure of traditional paints and epoxies.  
ASPART-X’s excels in each of these 
areas making it the perfect choice 
for a diverse range of commercial 
applications. Stunning appearance of the 
flake flooring perfect for showrooms and 

retail stores, whilst the extreme durability 
and chemical resistance make it equally 
at home in more industrial settings 
such as workshops and warehouses.  
ASPART-X is a cost-effective solution 
when compared with other commercial 
products such as tiling, vinyl or concrete 
polishing especially when you consider 
the associated preparation costs and 
ongoing maintenance required for those 
materials. Additionally, fast application 

process and rapid cure times, results 
in a faster return to service, reducing 
downtime and minimising the impact to 
construction schedules. ASPART-X with 
a flake finish is certified to a P4 rating 
under AS 4586:2013 Slip Resistance 
Classification with non-slip additives 
available for applications that require the 
highest P5 rating.

• Strong, durable, scratch resistant

• Resistant to harsh chemical

• Suitable for vertical application of coving/walls of 
bunds

• Absorbed into substrate for a permanent bond

• Waterproof membrane – easy to clean spills

• UV Stable – Suitable for outdoor applications

• Fast return to service – walk on 3 hours, Drive on 
in 24 hours

• Environmentally friendly – Zero VOC’s

• Clear or Solid colour options for basic concrete 
sealing applications

• AS 4586:2013 Slip Resistance Certified Rating P4 
(P5 option available)

• Retail Showrooms

• Commercial wet areas, kitchens, 
bathrooms.

• Sporting facility changerooms

• Aquatic centres

• Hospitals/Aged care facilities

• Mechanical Workshops

• Wash bays

• Warehouses

• Office foyer and staircases

FEATURES   APPLICATIONS

 COMMERCIAL



FREE QUOTE CALL 1300 559 597 

READY TO UPGRADE 
YOUR FLOORING?

LINEXAUS.COM.AU/ASPART-X

LINE-X AUSTRALIA
PO Box 4060

Harrisdale WA 6112
P 1300 559 597

E info@linexaus.com.au

SEAMLESS FLOORING SYSTEMS BY LINE-X®


